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Interface dimensions conformable to IEC 60169-12.
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Series UHF – coaxial connectors

Description

UHF connectors do not have defined impedance. They are 
intended for applications up to 200 MHz where mechanically 
robust connectors are required. They are mateable with 4 mm 
banana plugs.
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Applications

 ! Signal transmission at lower frequency
 !Antennas
 !CB radio
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Series UHF – technical data

Electrical data Requirements

Impedance not defined

Frequency range DC to 200 MHz

Dielectric withstanding voltage (at sea level) 2 kV rms, 50 Hz

Working voltage (at sea level) "!#$%!&!'()*!$%!+,

Insulation resistance -!$!  103 M 

Contact resistance
 !Centre contact
 !Outer contact

 
"!$!(.
"!$!(.

Mechanical data Requirements

Durability (matings) -!$%%

Environmental data Requirements

Temperature range /$$!01!234$!56!789:;<
/=$!01!23%%!56!788<

Corrosion saltspray test acc. to MIL-STD-202, method 101, condition B

Material data

Connector parts Material Plating

Bodies brass >?@ABCDEF6G8HI9;®

Centre contacts brass silver

Outer contacts brass >?@ABCDEF6G8HI9;®

Insulators
89:; 
88!81CJK'1KJCB>B

Crimp ferrules copper >?@ABCDEF6G8HI9;®

Some connectors may have a specification that differs from the above mentioned data.

The products are designed and guaranteed to pass the above mentioned test procedures. Any additional or 
different requirement arising from specific applications or environmental conditions which is not covered by these test 
procedures is subject to request.
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Cable groups see page 32 Assembly tools see page 509 Mounting holes/PCB layouts see page 533
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Series UHF – cable connectors

Straight cable plugs (male)

For flexible cables
 !+FL;M2EF+N;M!OPCC!@'?(K
 ! 9QKB'!)CBBRB)!)BB!KQSB!$=4

HUBER+SUHNER type Item no. Cable group (example) Packaging Assembly instruction Crimp insert Fig.

33TF+:U%UVU3#D%VVTU; ==$W=4#X F#!7MYT$XT6DF< single V%#$ 2 B 1

33TF+:U%UVU3XD%VVTU; ==$W=4#Z FZ!7MYT==VTDF< 2 B 1

33TF+:U%U#U3#D%VVTU; ==$W=#WW F=Z!7MYT=3VTDF< 3 D 2

33TF+:U%U#U3XD%VVTU; ==$W=#W$ FV=!7MYT=3WTDF< 3D 2

Right angle cable plugs (male)

For flexible cables
 !Cable entry crimp
 !Centre contact soldered
 ! 9QKB'!)CBBRB)!)BB!KQSB!$=4

HUBER+SUHNER type Item no. Cable group (example) Packaging Assembly instruction Crimp insert Fig.

34TF+:U%UVUWD%=VTU; ==$W=#$# F#!7MYT$XT6DF< single V%$X B 1

34TF+:U%U#UWD%=VTU; ==$W=#44 F=Z!7MYT=3VTDF< V%#4 D 2
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Cable groups see page 32 Assembly tools see page 509 Mounting holes/PCB layouts see page 533
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Series UHF – receptacles

Receptacles, jacks (female)

 !With solder end

HUBER+SUHNER type Item no. Packaging Mounting 
hole

Fig. Notes

==TF+:U%U%U3D%VVTN; ==$W=##Z single [H!3#X 1 bulkhead mounted

=VTF+:U%U%U=D%VVTN; ==$W=#XX [H!WX 2 panel mounted (4-hole)

Series UHF – cable connectors

Straight cable jacks (female)

For flexible cables
 !+FL;M2EF+N;M!OPCC!@'?(K
 ! 9QKB'!)CBBRB)!)BB!KQSB!$=4

HUBER+SUHNER type Item no. Cable group (example) Packaging Assembly instruction Crimp insert Fig.

=3TF+:U%UVUVD%VVTU; ==$W=##% F#!7MYT$XT6DF< single V%#$ 2 B 1

=3TF+:U%U#UWD%VVTU; ==$W=##$ F=Z!7MYT=3VTDF< 3 D 2


