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Alles Diesel oder?

Liebe Leserinnen 

und Leser,

wenn diese Zeilen geschrie-

ben werden, sind die Ergeb-

nisse unserer Bundestagswahl noch nicht bekannt. Aber ich bin 

sicher, die einen freut das Ergebnis, die anderen nicht. Einige 

haben es erwartet und die anderen sind zu Tode erschrocken. 

Dann beginnen die altbekannten Koalitionsverhandlungen – 

wer mit wem. Und dann beginnt das altbekannt Gekungel um 

Ministerposten. Und hier beginnt mein herzlicher Wunsch: 

Gott gebe uns sachkundige Minister. Nicht alt gediente 

Schlachtrösser, sondern Damen und Herren, die von dem 

Sachgebiet, das sie betreuen und verantworten sollen, auch eine 

Ahnung haben. Die letzte Regierung war nicht damit gesegnet! 

Bei ihrem Amtseid schwören die zukünftigen Mandatsträger 

ihre Tätigkeit zum Wohle unseres Volkes auszuüben – und 

nicht den Lobbyisten verpflichtet zu sein und alle alten Zöpfe 

abzuschneiden. Ein Beispiel wären Herr Macron in Frankreich. 

Nachdem die meisten von uns die Wahlprogramme sowieso nicht 

gelesen haben, wäre jetzt die beste Gelegenheit, kurzfristige 

Neuerungen durchzusetzen. Ein Beispiel wäre die Landwirtschaft, 

wo man die Düngung mit Nitraten unterbinden sollte, bei der 

Geflügelzucht strenge Maßstäbe an die Produkte zu legen, die 

die menschliche Gesundheit nicht negativ beeinflussen – sei 

es bei der Bekämpfung des Ungeziefers in den Ställen und bei 

den großen Tieren darauf zu achten, das keine Medikamente 

mehr verwendet werden, für die die Viren und Bakterien noch 

keine Resistenz entwickelt haben. Denn wenn diese jetzt in der 

Tiermedizin verwendet werden, verschießt man das letzte Pulver, 

das man noch für die Menschheit hätte, auf die der menschliche 

Körper noch anspricht. Viel zu viele Bakterien sind gegen 

üblichen Antibiotika bereits resistent und wirken nicht mehr.

Ein anderer Wunsch von mir wäre, dass man auf die Diesel 

Diskussion verzichtet und akzeptiert, dass wir Diesel noch 

viele Jahre benötigen und bei der E-Mobilität auf die richtigen 

Pferde setzen. Strom kann heute aus Braunkohle, Steinkohle, aus 

biologischen Abfällen, aber auch durch Windkraft, Wasserkraft, 

sowie Solarenergie gewonnen werden, zum Teil sehr teuer mit 

schädlichen Abgasen oder durch Windkraft und/oder Solarzellen. 

Wobei wir schon jetzt riesige Mengen an Strom exportieren, 

nur um diesen loszuwerden. Ferner gibt es zu den Lithium 

Batterien eine zweite sehr interessante Alternative – nämlich 

die Brennstoffzellen mit Wasserstoff. Erst kürzlich hat der 

Entwicklungschef von Daimler Benz laut einer Pressemitteilung 

verkündet, dass die Entscheidung, ob man sich mehr den 

Brennstoffzellen oder der Lithium Batterie zuwenden wolle, noch 

nicht entschieden sei. Aber Daimler will jetzt Hybridfahrzeuge 

herausbringen, die sowohl Lithiumbatterien als auch eine 

Brennstoffzelle enthalten. Denn wenn man sich für Lithium 

Batterien entscheidet, muss man wissen, dass dieses Material 

als Rohstoff nur selten zur Verfügung steht, aber Wasserstoff 

in unbegrenztem Umfange. Und Wasserstoff kann man nachts 

mit dem überschüssigen Strom problemlos herstellen. Aber 

es kommt jetzt vor allem darauf an, die richtige Infrastruktur 

zu wählen und darüber zu entscheiden. Wasserstoff lässt sich 

an jeder Tankstelle problemlos lagern, genau wie Gas. Eine 

zusätzliche Infrastruktur von Elektrotankstellen wird immense 

Summen verschlingen. Aber wir müssen uns jetzt entscheiden 

und unverzüglich handeln. Heute wissen viel zu wenige über die 

Alternativen zur Lithium Batterie und in Regierungskreisen scheint 

diese Botschaft überhaupt noch nicht angekommen zu sein. 

Derzeit gibt es auf dem Markt mindestens vier Steckersysteme 

aber keine Normung. Welcher Stecker gewinnt und mit welchem 

soll man dann das Auto aufladen können? Man bedenke den 

Kabelsalat auf den Gehsteigen, in Parkstraßen, wo Haus an Haus 

Autos auf der Straße parken und jeder abends sein Auto aufladen 

will. Schon allein der Gedanke daran lässt mich grausen.

Schon vor Jahren habe ich einmal den schwäbischen Dichter 

Gerhard Raff zitier t mit seinen Worten „Herr, schmeiß Hirn ra!“. 

Ich kann nur hinzufügen: Es wird allerhöchste Zeit!

Mit freundlichen Grüßen

W. Endrich



CRDS FOR LED LIGHTING APPLICATIONS

FEATURES & BENEFITS

•	Constant current source  

for stable LED brightness

•	Pinch-off currents of 20, 40, 60 & 80 mA

•	Maximum load voltage: 190 V

•	Avaliable SMD-packages:  

DO-214AC (SMA) & SMB (DO-214AA)

•	Simplifies the pick and place process during the automated 

PCB manufacturing

APPLICATIONS

•	LED Tube, Ceiling Lamp, Bulb, Cylindrical Lamp, Miner 

Lamp, Projector Lamp

•	Constant current sensor / devices

•	Battery charge & discharge circuit

•	Communication circuit interface

Contact for information: Mr. Kiraly · Tel.: +49(0)7452-6007-63 · e-mail: m.kiraly@endrich.com

	 Eris Technology Corporation introduced their new 

CRD (Current Regulative Diode) products which provides 

constant current over a wide voltage range for LED strings 

and other devices. It is very easy to use and simplifies 

the circuit design when the circuit needs a constant 

current feature. The new products are especially suit- 

able for LED lighting applications. 

DRAWING



THIN FILM CHIP RESISTORS RG- SERIES WITH EXTENDED OHM RANGE

Contact for information: Mr. Jung · Tel.: +49(0)7452-6007-26 · e-mail: t.jung@endrich.com

FEATURES

•	Highly reliable thin film chip resistors

•	Glass passivation for best stability

•	0603 (now up to 1M Ohm)

•	0805 (now up to 2,7M Ohm) 

•	1206 (now up to 5.1M Ohm) 

•	TCR of +/-5 - 100 ppm  

•	Tolerance of +/- 0.5 - 0.02 %.

APPLICATIONS

•	Automotive electronics, e.g. E-Drives

•	DC Motor Drivers

•	Inverter

•	Robotics

•	Industrial controls

	 The well known Susumu thin film chip resistor 
RG series are now available with higher available Ohm-

values. These higher Ohm-values are realized by tighter screen 

resolution of resistive pattern as well as finer laser trimming 

methods. These higher Ohm values are available in 0603 (now 

up to 1M Ohm), 0805 (now up to 2,7M Ohm) and 1206 (now 

up to 5.1M Ohm) with TCR of +/-25 ppm and tolerance of  

+/- 0.5 - 0.1 %.

TYPE
LOW

REGULAR
HIGH

TCR [ppm/°C ]

±0.02 % (P)

±0.05 % (W
)

±0.1 % (B)

±0.5 % (D)

MAXIMUM VOLTA
GE

RESISTANCE VALUE SERIES

OPERATING TEMPERATURE

PACKAGING QUANTITY

ELECTRICAL SPECIFICATION
RESISTANCE RANGE (Ω)  RESISTANCE  TOLERANCE (%)POWER RATING

RG1005 1/32 W 1/16 W 1/8 W

±5 (V) 100≤R<3k

75 V

E-24,
E-96

 -55 °C
~ 155 °C

T5
T10

±10 (N) 100≤R<3k 47≤R<100k

±25 (P) 100≤R<3k 47≤R<100k 47≤R<150k

±100 (R) – – – 10≤R<47

RG1608 1/16 W 1/10 W 1/6 W

±5 (V) 100≤R<5.1k

100 V

T5

±10 (N) 100≤R<5.1k 47≤R≤270k

±25 (P) 100≤R<5.1k 47≤R≤270k 47≤R≤332k 47≤R≤1M

±50 (Q) – – – 10≤R<47

RG2012 1/10 W 1/8 W 1/4 W

±5 (V) 100≤R<10.2k

150 V
±10 (N) 100≤R<10.2k 47≤R≤475k

±25 (P) 100≤R<10.2k 47≤R≤475k 47≤R≤2.7M

±50 (Q) – – – 10≤R<47

RG3216 1/8 W 1/4 W –

±5 (V) 100≤R<33.2k

200 V
±10 (N) 100≤R<33.2k 47≤R≤1M

±25 (P) 100≤R<33.2k 47≤R≤1M 47≤R≤5.1M

±50 (Q) – – – 10≤R<47



GD32F303 GD32F305

NEW ARM CORTEX M4 SERIES FROM GIGADEVICE

Contact for information: Mr. Kinn · Tel.: +49(0)7452-6007-21 · e-mail: d.kinn@endrich.com
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GD32F307

NEW ARM CORTEX M4 SERIES FROM GIGADEVICE

Contact for information: Mr. Kinn · Tel.: +49(0)7452-6007-21 · e-mail: d.kinn@endrich.com

GD
32

F3
03

CC
T6

12
0

25
6 

48
 

up
 to

 3
7

4
1

2
1

2
1

3
2

3
1

1
2

3(
10

)
2

LQ
FP

48

GD
32

F3
03

CE
T6

12
0

51
2 

64
 

up
 to

 3
7

4
1

2
1

2
1

3
2

3
1

1
2

3(
10

)
2

LQ
FP

48

GD
32

F3
03

CG
T6

12
0

10
24

 
96

 
up

 to
 3

7
10

1
2

1
2

1
3

2
3

1
1

2
3(

10
)

2
LQ

FP
48

GD
32

F3
03

RC
T6

12
0

25
6 

48
 

up
 to

 5
1

4
2

2
1

2
1

5
2

3
1

1
2

1
3(

16
)

2
LQ

FP
64

GD
32

F3
03

RE
T6

12
0

51
2 

64
 

up
 to

 5
1

4
2

2
1

2
1

5
2

3
1

1
2

1
3(

16
)

2
LQ

FP
64

GD
32

F3
03

RG
T6

12
0

10
24

 
96

 
up

 to
 5

1
10

2
2

1
2

1
5

2
3

1
1

2
1

3(
16

)
2

LQ
FP

64

GD
32

F3
03

RI
T6

12
0

20
48

 
96

 
up

 to
 5

1
10

2
2

1
2

1
5

2
3

1
1

2
1

3(
16

)
2

LQ
FP

64

GD
32

F3
03

R 
KT

6
12

0
30

72
 

96
 

up
 to

 5
1

10
2

2
1

2
1

5
2

3
1

1
2

1
3(

16
)

2
LQ

FP
64

GD
32

F3
03

VC
T6

12
0

25
6 

48
 

up
 to

 8
0

4
2

2
1

2
1

5
2

3
1

1
2

1
•

3(
16

)
2

LQ
FP

10
0

GD
32

F3
03

VE
T6

12
0

51
2 

64
 

up
 to

 8
0

4
2

2
1

2
1

5
2

3
1

1
2

1
•

3(
16

)
2

LQ
FP

10
0

GD
32

F3
03

VG
T6

12
0

10
24

 
96

 
up

 to
 8

0
10

2
2

1
2

1
5

2
3

1
1

2
1

•
3(

16
)

2
LQ

FP
10

0

GD
32

F3
03

VI
T6

12
0

20
48

 
96

 
up

 to
 8

0
10

2
2

1
2

1
5

2
3

1
1

2
1

•
3(

16
)

2
LQ

FP
10

0

GD
32

F3
03

V 
KT

6
12

0
30

72
 

96
 

up
 to

 8
0

10
2

2
1

2
1

5
2

3
1

1
2

1
•

3(
16

)
2

LQ
FP

10
0

GD
32

F3
03

ZC
T6

12
0

25
6 

48
 

up
 to

 1
12

4
2

2
1

2
1

5
2

3
1

1
2

1
•

3(
21

)
2

LQ
FP

14
4

GD
32

F3
03

ZE
T6

12
0

51
2 

64
 

up
 to

 1
12

4
2

2
1

2
1

5
2

3
1

1
2

1
•

3(
21

)
2

LQ
FP

14
4

GD
32

F3
03

ZG
T6

12
0

10
24

 
96

 
up

 to
 1

12
10

2
2

1
2

1
5

2
3

1
1

2
1

•
3(

21
)

2
LQ

FP
14

4

GD
32

F3
03

ZI
T6

12
0

20
48

 
96

 
up

 to
 1

12
10

2
2

1
2

1
5

2
3

1
1

2
1

•
3(

21
)

2
LQ

FP
14

4

GD
32

F3
03

Z 
KT

6
12

0
30

72
 

96
 

up
 to

 1
12

10
2

2
1

2
1

5
2

3
1

1
2

1
•

3(
21

)
2

LQ
FP

14
4

GD
32

F3
05

RB
T6

12
0

12
8 

64
 

up
 to

 5
1

4
1

2
1

2
1

5
2

3
2

O
TG

2
2(

16
)

2
LQ

FP
64

GD
32

F3
05

RC
T6

12
0

25
6 

96
 

up
 to

 5
1

4
1

2
1

2
1

5
2

3
2

O
TG

2
2(

16
)

2
LQ

FP
64

GD
32

F3
05

RE
T6

12
0

51
2 

96
 

up
 to

 5
1

4
2

2
1

2
1

5
2

3
2

O
TG

2
2(

16
)

2
LQ

FP
64

GD
32

F3
05

RG
T6

12
0

10
24

 
96

 
up

 to
 5

1
10

2
2

1
2

1
5

2
3

2
O

TG
2

2(
16

)
2

LQ
FP

64

GD
32

F3
05

VC
T6

12
0

25
6 

96
 

up
 to

 8
0

4
1

2
1

2
1

5
2

3
2

O
TG

2
•

2(
16

)
2

LQ
FP

10
0

GD
32

F3
05

VE
T6

12
0

51
2 

96
 

up
 to

 8
0

4
2

2
1

2
1

5
2

3
2

O
TG

2
•

2(
16

)
2

LQ
FP

10
0

GD
32

F3
05

VG
T6

12
0

10
24

 
96

 
up

 to
 8

0
10

2
2

1
2

1
5

2
3

2
O

TG
2

•
2(

16
)

2
LQ

FP
10

0

GD
32

F3
05

ZC
T6

12
0

25
6 

96
 

up
 to

 1
12

4
2

2
1

2
1

5
2

3
2

O
TG

2
•

2(
21

)
2

LQ
FP

14
4

GD
32

F3
05

ZE
T6

12
0

51
2 

96
 

up
 to

 1
12

4
2

2
1

2
1

5
2

3
2

O
TG

2
•

2(
21

)
2

LQ
FP

14
4

GD
32

F3
05

ZG
T6

12
0

10
24

 
96

 
up

 to
 1

12
10

2
2

1
2

1
5

2
3

2
O

TG
2

•
2(

21
)

2
LQ

FP
14

4

GD
32

F3
07

RC
T6

12
0

25
6 

96
 

up
 to

 5
1

4
1

2
1

2
1

5
2

3
2

O
TG

2
•

2(
16

)
2

LQ
FP

64

PA
RT

 N
O.

SE
RI

ES

M
AX

 S
PE

ED
 (M

HZ
)

(B
YT

ES
) F

LA
SH (B
YT

ES
) S

RA
M

I/O GP
TM

 (1
6B

IT
) 

AD
VA

NC
ED

 T
M

 (1
6B

IT
)

BA
SI

C 
TM

 (1
6B

IT
)

SY
ST

IC
K 

(2
4B

IT
)

W
DG

RT
C

US
AR

T+
UA

RT
I2
C

SP
I

CA
N 

2.
0B US
B 

2.
0 

FS
I2
S

SD
IO ET

HE
RN

ET
EX

M
C

12
BI

T 
AD

C 
UN

IT
S 

(C
HS

)

12
BI

T 
DA

C 
UN

IT
S PA

CK
AG

E

GD
32

F3
 S

ER
IE

S 
OF

 3
2-

BI
T 

AR
M

®
  C

OR
TE

X®
-M

4 
M

CU
S 

SE
LE

CT
IO

N
 G

UI
D

E

TI
M

ER
CO

N
N

EC
TI

VI
TY

M
EM

OR
Y 

(K
)

AN
AL

OG
 

IN
TE

RF
AC

E

GD
32

F3
07

RE
T6

12
0

51
2

96
up

 to
 5

1
4

2
2

1
2

1
5

2
3

2
O

TG
2

•
2(

16
)

2
LQ

FP
64

GD
32

F3
07

RG
T6

12
0

10
24

96
up

 to
 5

1
10

2
2

1
2

1
5

2
3

2
O

TG
2

•
2(

16
)

2
LQ

FP
64

GD
32

F3
07

VC
T6

12
0

25
6

96
up

 to
 8

0
4

1
2

1
2

1
5

2
3

2
O

TG
2

•
•

2(
16

)
2

LQ
FP

10
0

GD
32

F3
07

VE
T6

12
0

51
2

96
up

 to
 8

0
4

2
2

1
2

1
5

2
3

2
O

TG
2

•
•

2(
16

)
2

LQ
FP

10
0

GD
32

F3
07

VG
T6

12
0

10
24

96
up

 to
 8

0
10

2
2

1
2

1
5

2
3

2
O

TG
2

•
•

2(
16

)
2

LQ
FP

10
0

GD
32

F3
07

ZC
T6

12
0

25
6

96
up

 to
 1

12
4

2
2

1
2

1
5

2
3

2
O

TG
2

•
•

2(
21

)
2

LQ
FP

14
4

GD
32

F3
07

ZE
T6

12
0

51
2

96
up

 to
 1

12
4

2
2

1
2

1
5

2
3

2
O

TG
2

•
•

2(
21

)
2

LQ
FP

14
4

GD
32

F3
07

ZG
T6

12
0

10
24

96
up

 to
 1

12
10

2
2

1
2

1
5

2
3

2
O

TG
2

•
•

2(
21

)
2

LQ
FP

14
4

GD32 Development Eco-system

Build GD32 development environment with H/W and S/W 

compatible
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Contact for information: Mr. Kinn · Tel.: +49(0)7452-6007-21 · e-mail: d.kinn@endrich.com
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TEMPERATURE-SENSORS FOR E-MOBILITY / E-MOTOR

Contact for information: Mr. Graf · Tel.: +49(0)7452-6007-941 · e-mail: o.graf@endrich.com

FEATURES

By using special PPS (Poly Phenylene Sulfide) material:

•	Specialized design for next future e-motor shape

•	High thermal resistant & insulation by PPS resin

•	Great conductivity by special PPS

•	Strong oil proof performance (ATF digest)

•	Various line-up of case shape

BENEFITS

•	Maintain adhesive property sensor in vibration environment

•	Safety motor control by high accuracy  

motor temperature sensing

APPLICATION

•	Automotive E-Mobility E-Motor

•	Temp. Range: -40°C ... +250°C

Tateyama offers temperature sensors for the E-Motor 
that combine:

•	Mountability 

•	Reliability  

•	Performance
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SPECIFICATION

Thermal time constant App 3 Sec (050°C,  
in the blended water)

Operation temperature -40~250°C

Withstand voltage 1200 V in the air

RELIABILITY TEST LIST

High temperature① 180°C × 1000 h

High temperature② 200°C × 500 h

Low temperature -40°C × 1000 h

Electric current & humidity 60°C - 90% RH × 3 mW × 500 h

Heat cycle test (-40°C⇔150°C ∙ each  
10 min) × 1000 cycles

ATF digest test
Digesting sensing area in the 
150°C ATF × 1000 h

DRAWING

Square  type Round  type

Fluorine rubber
wire
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endrich@endrich.com · www.endrich.com

SALES OFFICES IN EUROPE

France:
Paris:	 		  T +33/2 41 80 19 87	 · 	 france@endrich.com

Austria & Slovenia
Vienna:		  T +43/1 66 52 52 521	 · 	 austria@endrich.com
				  
Hungary:
Budapest:	 	T +361 / 2 97 41 91			 · 	 hungary@endrich.com

Bulgaria:
Sofia:			   T +359/2 874 30 49			 · 	 bulgaria@endrich.com

Romania:
Timisoara:		 T +40/356 11 41 88		 · 	 romania@endrich.com

Switzerland − Novitronic:
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HIGH PRECISION NTC THERMISTORS AND TEMPERATURE SENSORS

SPECIFICATION Of NTC THERMISTOR PROBE  PART NUMBER: TT0P-series

FEATURES

Sensing element NTC thermistor, PT100, PT1000, other ...

Operating temperature range From - 40°C to 105°C

Dielectric strength 1000 V AC

Protection IP 67

Type of insulation Double / single

RoHS Compliant YES

DRAWING


