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THIN FILM PRECISION RESISTOR NETWORKS − RM SERIES

FEATURES
» Case sizes from 0805 up to 2512
» Available ratios:  1:1 ... 1:500
» Resistance values:  100 Ω ... 500 kΩ
» Ratio tolerances:  0.5% ... 0,01%
» Ratio TCR:  1 ppm/°C ... 5 ppm/°C
» Operating temperature range: -55°C ...+155°C
» Custom values (outside E96) and housings available
 unmatched reliability and stability
» AEC-Q200 certified

AVAILABLE STANDARD CIRCUITS

Fixed metal thin film surface mount resistor networks.
FEATURES
• Unmatched Reliability and Excellent Stability at different environmental conditions
• Low noise, THIN FILM construction
• EIA Standard case size(0805, 1206)
• RoHS Compliance and 100% Lead-Free (Matte Sn termination finished)

APPLICATIONS
• Automotive
• Scale, Test & Measurement
• Optical & Telecommunication
• Medical and Industrial Equipment

Electrical Specification

Absolute

Ratio=1 1<Ratio≦100 100<Ratio≦500 Ratio=1 1<Ratio≦100 100<Ratio≦500

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～500k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～500k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

Ratio=1 1<Ratio≦100 100<Ratio≦500 (ppm/oC) Ratio=1 1<Ratio≦100 100<Ratio≦500

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

*1）Assurance temperature range：-20ﾟC～125ﾟC

*2）Please contact our technical support.

www.susumu.co.jp

RM3225 1209 0.066W / element
0.2W / package

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Tape & Reel 
(T&R) 

10 = 1000pcs
50 = 5000pcs

RM3216 1206 0.042W / element
0.125W / package

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Type Size
(inch)

Power Rating 
　　at 85 oC

Resistance　 
Range
 (ohm) Absolute

Ratio
(Tracking) Absolute

Ratio(Tracking) *2)

(ppm/oC)

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Packaging
(Code)

Resistance Tolerance　 (Code) Temperature Coefficient  (Code)   *1)

Tape & Reel 
(T&R) 

10 = 1000pcs
50 = 5000pcs

RM3216 1206 0.063W / element
0.125W / package

RM3225 1209 0.1W / element
0.2W / package

RM2012 0805 0.05W / element
0.1W / package

Type Size
(inch)

Power Rating 
　　at 85 oC

Resistance　
Range
 (ohm)

Packaging
(Code)Absolute

Ratio
(Tracking)

Ratio(Tracking) *2)

(ppm/oC)
(ppm/oC)

Resistance Tolerance　 (Code) Temperature Coefficient (Code)   *1)

RM series
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④

①
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Circuit type code = A Circuit type code = B

Circuit type code = C Circuit type code = D Circuit type code = E

CircuitTop View and Terminal number Circuit Circuit
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②①

R2

2013.9 Rev.0Susumu Deutschland GmbH

Circuit type code = parallel

2 element Circuit type code=A

CircuitTop view and terminal number

Fixed metal thin film surface mount resistor networks.
FEATURES
• Unmatched Reliability and Excellent Stability at different environmental conditions
• Low noise, THIN FILM construction
• EIA Standard case size(0805, 1206)
• RoHS Compliance and 100% Lead-Free (Matte Sn termination finished)

APPLICATIONS
• Automotive
• Scale, Test & Measurement
• Optical & Telecommunication
• Medical and Industrial Equipment

Electrical Specification

Absolute

Ratio=1 1<Ratio≦100 100<Ratio≦500 Ratio=1 1<Ratio≦100 100<Ratio≦500

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～500k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～500k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

Ratio=1 1<Ratio≦100 100<Ratio≦500 (ppm/oC) Ratio=1 1<Ratio≦100 100<Ratio≦500

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

*1）Assurance temperature range：-20ﾟC～125ﾟC

*2）Please contact our technical support.

www.susumu.co.jp

RM3225 1209 0.066W / element
0.2W / package

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Tape & Reel 
(T&R) 

10 = 1000pcs
50 = 5000pcs

RM3216 1206 0.042W / element
0.125W / package

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Type Size
(inch)

Power Rating 
　　at 85 oC

Resistance　 
Range
 (ohm) Absolute

Ratio
(Tracking) Absolute

Ratio(Tracking) *2)

(ppm/oC)

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Packaging
(Code)

Resistance Tolerance　 (Code) Temperature Coefficient  (Code)   *1)

Tape & Reel 
(T&R) 

10 = 1000pcs
50 = 5000pcs

RM3216 1206 0.063W / element
0.125W / package

RM3225 1209 0.1W / element
0.2W / package

RM2012 0805 0.05W / element
0.1W / package

Type Size
(inch)

Power Rating 
　　at 85 oC

Resistance　
Range
 (ohm)

Packaging
(Code)Absolute

Ratio
(Tracking)

Ratio(Tracking) *2)

(ppm/oC)
(ppm/oC)

Resistance Tolerance　 (Code) Temperature Coefficient (Code)   *1)

RM series
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①
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① ③
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Circuit type code = A Circuit type code = B

Circuit type code = C Circuit type code = D Circuit type code = E

CircuitTop View and Terminal number Circuit Circuit

R1 R3

④ ③

②① 
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Circuit type code = parallel

Fixed metal thin film surface mount resistor networks.
FEATURES
• Unmatched Reliability and Excellent Stability at different environmental conditions
• Low noise, THIN FILM construction
• EIA Standard case size(0805, 1206)
• RoHS Compliance and 100% Lead-Free (Matte Sn termination finished)

APPLICATIONS
• Automotive
• Scale, Test & Measurement
• Optical & Telecommunication
• Medical and Industrial Equipment

Electrical Specification

Absolute

Ratio=1 1<Ratio≦100 100<Ratio≦500 Ratio=1 1<Ratio≦100 100<Ratio≦500

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～500k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～500k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

Ratio=1 1<Ratio≦100 100<Ratio≦500 (ppm/oC) Ratio=1 1<Ratio≦100 100<Ratio≦500

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

*1）Assurance temperature range：-20ﾟC～125ﾟC

*2）Please contact our technical support.

www.susumu.co.jp

RM3225 1209 0.066W / element
0.2W / package

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Tape & Reel 
(T&R) 

10 = 1000pcs
50 = 5000pcs

RM3216 1206 0.042W / element
0.125W / package

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Type Size
(inch)

Power Rating 
　　at 85 oC

Resistance　 
Range
 (ohm) Absolute

Ratio
(Tracking) Absolute

Ratio(Tracking) *2)

(ppm/oC)

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Packaging
(Code)

Resistance Tolerance　 (Code) Temperature Coefficient  (Code)   *1)

Tape & Reel 
(T&R) 

10 = 1000pcs
50 = 5000pcs

RM3216 1206 0.063W / element
0.125W / package

RM3225 1209 0.1W / element
0.2W / package

RM2012 0805 0.05W / element
0.1W / package

Type Size
(inch)

Power Rating 
　　at 85 oC

Resistance　
Range
 (ohm)

Packaging
(Code)Absolute

Ratio
(Tracking)

Ratio(Tracking) *2)

(ppm/oC)
(ppm/oC)

Resistance Tolerance　 (Code) Temperature Coefficient (Code)   *1)

RM series

Top View and Terminal number Circuit

R1

③

④

①

⑥

②

⑤

R2 R3 

① ③

④⑥

②

⑤

Top View and Terminal number Circuit

R1 R2

④ ③

②① 

④ ③

②①

Top View and Terminal number Circuit

④ ③

②①

R1 R2

④ ③

②①

Circuit type code = A Circuit type code = B

Circuit type code = C Circuit type code = D Circuit type code = E

CircuitTop View and Terminal number Circuit Circuit

R1 R3

④ ③

②① 

R2

④ ③

②① 

R1 
R3 

④ ③

②① 

R2

R1

R3

④ ③

②①

R2
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Circuit type code = parallel

Fixed metal thin film surface mount resistor networks.
FEATURES
• Unmatched Reliability and Excellent Stability at different environmental conditions
• Low noise, THIN FILM construction
• EIA Standard case size(0805, 1206)
• RoHS Compliance and 100% Lead-Free (Matte Sn termination finished)

APPLICATIONS
• Automotive
• Scale, Test & Measurement
• Optical & Telecommunication
• Medical and Industrial Equipment

Electrical Specification

Absolute

Ratio=1 1<Ratio≦100 100<Ratio≦500 Ratio=1 1<Ratio≦100 100<Ratio≦500

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～500k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～500k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

Ratio=1 1<Ratio≦100 100<Ratio≦500 (ppm/oC) Ratio=1 1<Ratio≦100 100<Ratio≦500

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

*1）Assurance temperature range：-20ﾟC～125ﾟC

*2）Please contact our technical support.

www.susumu.co.jp

RM3225 1209 0.066W / element
0.2W / package

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Tape & Reel 
(T&R) 

10 = 1000pcs
50 = 5000pcs

RM3216 1206 0.042W / element
0.125W / package

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Type Size
(inch)

Power Rating 
　　at 85 oC

Resistance　 
Range
 (ohm) Absolute

Ratio
(Tracking) Absolute

Ratio(Tracking) *2)

(ppm/oC)

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Packaging
(Code)

Resistance Tolerance　 (Code) Temperature Coefficient  (Code)   *1)

Tape & Reel 
(T&R) 

10 = 1000pcs
50 = 5000pcs

RM3216 1206 0.063W / element
0.125W / package

RM3225 1209 0.1W / element
0.2W / package

RM2012 0805 0.05W / element
0.1W / package

Type Size
(inch)

Power Rating 
　　at 85 oC

Resistance　
Range
 (ohm)

Packaging
(Code)Absolute

Ratio
(Tracking)

Ratio(Tracking) *2)

(ppm/oC)
(ppm/oC)

Resistance Tolerance　 (Code) Temperature Coefficient (Code)   *1)

RM series

Top View and Terminal number Circuit

R1

③

④

①

⑥

②

⑤

R2 R3 

① ③

④⑥

②

⑤

Top View and Terminal number Circuit

R1 R2

④ ③

②① 

④ ③

②①

Top View and Terminal number Circuit

④ ③

②①

R1 R2

④ ③

②①

Circuit type code = A Circuit type code = B

Circuit type code = C Circuit type code = D Circuit type code = E

CircuitTop View and Terminal number Circuit Circuit

R1 R3

④ ③

②① 

R2

④ ③

②① 

R1 
R3 

④ ③

②① 

R2

R1

R3

④ ③

②①

R2
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Circuit type code = parallel

Circuit type code=B

CircuitTop view and terminal number

Fixed metal thin film surface mount resistor networks.
FEATURES
• Unmatched Reliability and Excellent Stability at different environmental conditions
• Low noise, THIN FILM construction
• EIA Standard case size(0805, 1206)
• RoHS Compliance and 100% Lead-Free (Matte Sn termination finished)

APPLICATIONS
• Automotive
• Scale, Test & Measurement
• Optical & Telecommunication
• Medical and Industrial Equipment

Electrical Specification

Absolute

Ratio=1 1<Ratio≦100 100<Ratio≦500 Ratio=1 1<Ratio≦100 100<Ratio≦500

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～500k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～500k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

Ratio=1 1<Ratio≦100 100<Ratio≦500 (ppm/oC) Ratio=1 1<Ratio≦100 100<Ratio≦500

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

*1）Assurance temperature range：-20ﾟC～125ﾟC

*2）Please contact our technical support.

www.susumu.co.jp

RM3225 1209 0.066W / element
0.2W / package

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Tape & Reel 
(T&R) 

10 = 1000pcs
50 = 5000pcs

RM3216 1206 0.042W / element
0.125W / package

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Type Size
(inch)

Power Rating 
　　at 85 oC

Resistance　 
Range
 (ohm) Absolute

Ratio
(Tracking) Absolute

Ratio(Tracking) *2)

(ppm/oC)

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Packaging
(Code)

Resistance Tolerance　 (Code) Temperature Coefficient  (Code)   *1)

Tape & Reel 
(T&R) 

10 = 1000pcs
50 = 5000pcs

RM3216 1206 0.063W / element
0.125W / package

RM3225 1209 0.1W / element
0.2W / package

RM2012 0805 0.05W / element
0.1W / package

Type Size
(inch)

Power Rating 
　　at 85 oC

Resistance　
Range
 (ohm)

Packaging
(Code)Absolute

Ratio
(Tracking)

Ratio(Tracking) *2)

(ppm/oC)
(ppm/oC)

Resistance Tolerance　 (Code) Temperature Coefficient (Code)   *1)

RM series

Top View and Terminal number Circuit

R1

③

④

①

⑥

②

⑤

R2 R3 

① ③

④⑥

②

⑤

Top View and Terminal number Circuit

R1 R2

④ ③

②① 

④ ③

②①

Top View and Terminal number Circuit

④ ③

②①

R1 R2

④ ③

②①

Circuit type code = A Circuit type code = B

Circuit type code = C Circuit type code = D Circuit type code = E

CircuitTop View and Terminal number Circuit Circuit

R1 R3

④ ③

②① 

R2

④ ③

②① 

R1 
R3 

④ ③

②① 

R2

R1

R3

④ ③

②①

R2
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Circuit type code = parallel

3 element

Circuit type code=C

Fixed metal thin film surface mount resistor networks.
FEATURES
• Unmatched Reliability and Excellent Stability at different environmental conditions
• Low noise, THIN FILM construction
• EIA Standard case size(0805, 1206)
• RoHS Compliance and 100% Lead-Free (Matte Sn termination finished)

APPLICATIONS
• Automotive
• Scale, Test & Measurement
• Optical & Telecommunication
• Medical and Industrial Equipment

Electrical Specification

Absolute

Ratio=1 1<Ratio≦100 100<Ratio≦500 Ratio=1 1<Ratio≦100 100<Ratio≦500

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～500k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～500k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

Ratio=1 1<Ratio≦100 100<Ratio≦500 (ppm/oC) Ratio=1 1<Ratio≦100 100<Ratio≦500

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

*1）Assurance temperature range：-20ﾟC～125ﾟC

*2）Please contact our technical support.

www.susumu.co.jp

RM3225 1209 0.066W / element
0.2W / package

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Tape & Reel 
(T&R) 

10 = 1000pcs
50 = 5000pcs

RM3216 1206 0.042W / element
0.125W / package

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Type Size
(inch)

Power Rating 
　　at 85 oC

Resistance　 
Range
 (ohm) Absolute

Ratio
(Tracking) Absolute

Ratio(Tracking) *2)

(ppm/oC)

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Packaging
(Code)

Resistance Tolerance　 (Code) Temperature Coefficient  (Code)   *1)

Tape & Reel 
(T&R) 

10 = 1000pcs
50 = 5000pcs

RM3216 1206 0.063W / element
0.125W / package

RM3225 1209 0.1W / element
0.2W / package

RM2012 0805 0.05W / element
0.1W / package

Type Size
(inch)

Power Rating 
　　at 85 oC

Resistance　
Range
 (ohm)

Packaging
(Code)Absolute

Ratio
(Tracking)

Ratio(Tracking) *2)

(ppm/oC)
(ppm/oC)

Resistance Tolerance　 (Code) Temperature Coefficient (Code)   *1)

RM series

Top View and Terminal number Circuit

R1

③

④

①

⑥

②

⑤

R2 R3 

① ③

④⑥

②

⑤

Top View and Terminal number Circuit

R1 R2

④ ③

②① 

④ ③

②①

Top View and Terminal number Circuit

④ ③

②①

R1 R2

④ ③

②①

Circuit type code = A Circuit type code = B

Circuit type code = C Circuit type code = D Circuit type code = E

CircuitTop View and Terminal number Circuit Circuit

R1 R3

④ ③

②① 

R2

④ ③

②① 

R1 
R3 

④ ③

②① 

R2

R1

R3

④ ③

②①

R2
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Circuit type code = parallel

Circuit type code=D Circuit type code=ETop view and terminal number

Fixed metal thin film surface mount resistor networks.
FEATURES
• Unmatched Reliability and Excellent Stability at different environmental conditions
• Low noise, THIN FILM construction
• EIA Standard case size(0805, 1206)
• RoHS Compliance and 100% Lead-Free (Matte Sn termination finished)

APPLICATIONS
• Automotive
• Scale, Test & Measurement
• Optical & Telecommunication
• Medical and Industrial Equipment

Electrical Specification

Absolute

Ratio=1 1<Ratio≦100 100<Ratio≦500 Ratio=1 1<Ratio≦100 100<Ratio≦500

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～500k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～500k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

Ratio=1 1<Ratio≦100 100<Ratio≦500 (ppm/oC) Ratio=1 1<Ratio≦100 100<Ratio≦500

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

*1）Assurance temperature range：-20ﾟC～125ﾟC

*2）Please contact our technical support.

www.susumu.co.jp

RM3225 1209 0.066W / element
0.2W / package

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Tape & Reel 
(T&R) 

10 = 1000pcs
50 = 5000pcs

RM3216 1206 0.042W / element
0.125W / package

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Type Size
(inch)

Power Rating 
　　at 85 oC

Resistance　 
Range
 (ohm) Absolute

Ratio
(Tracking) Absolute

Ratio(Tracking) *2)

(ppm/oC)

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Packaging
(Code)

Resistance Tolerance　 (Code) Temperature Coefficient  (Code)   *1)

Tape & Reel 
(T&R) 

10 = 1000pcs
50 = 5000pcs

RM3216 1206 0.063W / element
0.125W / package

RM3225 1209 0.1W / element
0.2W / package

RM2012 0805 0.05W / element
0.1W / package

Type Size
(inch)

Power Rating 
　　at 85 oC

Resistance　
Range
 (ohm)

Packaging
(Code)Absolute

Ratio
(Tracking)

Ratio(Tracking) *2)

(ppm/oC)
(ppm/oC)

Resistance Tolerance　 (Code) Temperature Coefficient (Code)   *1)

RM series

Top View and Terminal number Circuit

R1

③

④

①

⑥

②

⑤

R2 R3 

① ③

④⑥

②

⑤

Top View and Terminal number Circuit

R1 R2

④ ③

②① 

④ ③

②①

Top View and Terminal number Circuit

④ ③

②①

R1 R2

④ ③

②①

Circuit type code = A Circuit type code = B

Circuit type code = C Circuit type code = D Circuit type code = E

CircuitTop View and Terminal number Circuit Circuit

R1 R3
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②① 
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④ ③

②①
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Circuit type code = parallel

Fixed metal thin film surface mount resistor networks.
FEATURES
• Unmatched Reliability and Excellent Stability at different environmental conditions
• Low noise, THIN FILM construction
• EIA Standard case size(0805, 1206)
• RoHS Compliance and 100% Lead-Free (Matte Sn termination finished)

APPLICATIONS
• Automotive
• Scale, Test & Measurement
• Optical & Telecommunication
• Medical and Industrial Equipment

Electrical Specification

Absolute

Ratio=1 1<Ratio≦100 100<Ratio≦500 Ratio=1 1<Ratio≦100 100<Ratio≦500

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～500k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～500k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

Ratio=1 1<Ratio≦100 100<Ratio≦500 (ppm/oC) Ratio=1 1<Ratio≦100 100<Ratio≦500

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

*1）Assurance temperature range：-20ﾟC～125ﾟC

*2）Please contact our technical support.

www.susumu.co.jp

RM3225 1209 0.066W / element
0.2W / package

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Tape & Reel 
(T&R) 

10 = 1000pcs
50 = 5000pcs

RM3216 1206 0.042W / element
0.125W / package

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Type Size
(inch)

Power Rating 
　　at 85 oC

Resistance　 
Range
 (ohm) Absolute

Ratio
(Tracking) Absolute

Ratio(Tracking) *2)

(ppm/oC)

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Packaging
(Code)

Resistance Tolerance　 (Code) Temperature Coefficient  (Code)   *1)

Tape & Reel 
(T&R) 

10 = 1000pcs
50 = 5000pcs

RM3216 1206 0.063W / element
0.125W / package

RM3225 1209 0.1W / element
0.2W / package

RM2012 0805 0.05W / element
0.1W / package

Type Size
(inch)

Power Rating 
　　at 85 oC

Resistance　
Range
 (ohm)

Packaging
(Code)Absolute

Ratio
(Tracking)

Ratio(Tracking) *2)

(ppm/oC)
(ppm/oC)

Resistance Tolerance　 (Code) Temperature Coefficient (Code)   *1)

RM series

Top View and Terminal number Circuit
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①
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① ③
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Circuit type code = A Circuit type code = B

Circuit type code = C Circuit type code = D Circuit type code = E

CircuitTop View and Terminal number Circuit Circuit
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Circuit type code = parallel

Fixed metal thin film surface mount resistor networks.
FEATURES
• Unmatched Reliability and Excellent Stability at different environmental conditions
• Low noise, THIN FILM construction
• EIA Standard case size(0805, 1206)
• RoHS Compliance and 100% Lead-Free (Matte Sn termination finished)

APPLICATIONS
• Automotive
• Scale, Test & Measurement
• Optical & Telecommunication
• Medical and Industrial Equipment

Electrical Specification

Absolute

Ratio=1 1<Ratio≦100 100<Ratio≦500 Ratio=1 1<Ratio≦100 100<Ratio≦500

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～500k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～500k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

Ratio=1 1<Ratio≦100 100<Ratio≦500 (ppm/oC) Ratio=1 1<Ratio≦100 100<Ratio≦500

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

*1）Assurance temperature range：-20ﾟC～125ﾟC

*2）Please contact our technical support.

www.susumu.co.jp

RM3225 1209 0.066W / element
0.2W / package

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Tape & Reel 
(T&R) 

10 = 1000pcs
50 = 5000pcs

RM3216 1206 0.042W / element
0.125W / package

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Type Size
(inch)

Power Rating 
　　at 85 oC

Resistance　 
Range
 (ohm) Absolute

Ratio
(Tracking) Absolute

Ratio(Tracking) *2)

(ppm/oC)

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Packaging
(Code)

Resistance Tolerance　 (Code) Temperature Coefficient  (Code)   *1)

Tape & Reel 
(T&R) 

10 = 1000pcs
50 = 5000pcs

RM3216 1206 0.063W / element
0.125W / package

RM3225 1209 0.1W / element
0.2W / package

RM2012 0805 0.05W / element
0.1W / package

Type Size
(inch)

Power Rating 
　　at 85 oC

Resistance　
Range
 (ohm)

Packaging
(Code)Absolute

Ratio
(Tracking)

Ratio(Tracking) *2)

(ppm/oC)
(ppm/oC)

Resistance Tolerance　 (Code) Temperature Coefficient (Code)   *1)

RM series

Top View and Terminal number Circuit

R1

③

④

①

⑥

②

⑤

R2 R3 

① ③

④⑥

②

⑤

Top View and Terminal number Circuit

R1 R2

④ ③

②① 

④ ③

②①

Top View and Terminal number Circuit

④ ③

②①

R1 R2

④ ③

②①

Circuit type code = A Circuit type code = B

Circuit type code = C Circuit type code = D Circuit type code = E

CircuitTop View and Terminal number Circuit Circuit

R1 R3

④ ③

②① 

R2

④ ③

②① 

R1 
R3 

④ ③

②① 

R2

R1

R3

④ ③

②①

R2
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Circuit type code = parallel

Circuit

Circuit type code=parallel

Fixed metal thin film surface mount resistor networks.
FEATURES
• Unmatched Reliability and Excellent Stability at different environmental conditions
• Low noise, THIN FILM construction
• EIA Standard case size(0805, 1206)
• RoHS Compliance and 100% Lead-Free (Matte Sn termination finished)

APPLICATIONS
• Automotive
• Scale, Test & Measurement
• Optical & Telecommunication
• Medical and Industrial Equipment

Electrical Specification

Absolute

Ratio=1 1<Ratio≦100 100<Ratio≦500 Ratio=1 1<Ratio≦100 100<Ratio≦500

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～500k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～500k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

Ratio=1 1<Ratio≦100 100<Ratio≦500 (ppm/oC) Ratio=1 1<Ratio≦100 100<Ratio≦500

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

*1）Assurance temperature range：-20ﾟC～125ﾟC

*2）Please contact our technical support.

www.susumu.co.jp

RM3225 1209 0.066W / element
0.2W / package

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Tape & Reel 
(T&R) 

10 = 1000pcs
50 = 5000pcs

RM3216 1206 0.042W / element
0.125W / package

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Type Size
(inch)

Power Rating 
　　at 85 oC

Resistance　 
Range
 (ohm) Absolute

Ratio
(Tracking) Absolute

Ratio(Tracking) *2)

(ppm/oC)

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Packaging
(Code)

Resistance Tolerance　 (Code) Temperature Coefficient  (Code)   *1)

Tape & Reel 
(T&R) 

10 = 1000pcs
50 = 5000pcs

RM3216 1206 0.063W / element
0.125W / package

RM3225 1209 0.1W / element
0.2W / package

RM2012 0805 0.05W / element
0.1W / package

Type Size
(inch)

Power Rating 
　　at 85 oC

Resistance　
Range
 (ohm)

Packaging
(Code)Absolute

Ratio
(Tracking)

Ratio(Tracking) *2)

(ppm/oC)
(ppm/oC)

Resistance Tolerance　 (Code) Temperature Coefficient (Code)   *1)

RM series

Top View and Terminal number Circuit

R1

③

④

①

⑥

②

⑤

R2 R3 

① ③

④⑥

②

⑤

Top View and Terminal number Circuit

R1 R2

④ ③

②① 

④ ③

②①

Top View and Terminal number Circuit

④ ③

②①

R1 R2

④ ③

②①

Circuit type code = A Circuit type code = B

Circuit type code = C Circuit type code = D Circuit type code = E

CircuitTop View and Terminal number Circuit Circuit

R1 R3

④ ③

②① 

R2

④ ③

②① 

R1 
R3 

④ ③

②① 

R2

R1

R3

④ ③

②①

R2
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Circuit type code = parallel

Top view and terminal number

4 element Circuit type code=custom

CircuitTop view and terminal number

Circuit type code=F

CircuitTop view and terminal number

6 element Circuit type code=custom

Top view and terminal number

Ratio=1 1<Ratio≦100 100<Ratio≦500 (ppm/oC) Ratio=1 1<Ratio≦100 100<Ratio≦500

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

*1）Assurance temperature range：-20ﾟC～125ﾟC
*2）Please contact our technical support.

Electrical Specification

Ratio=1 1<Ratio≦100 100<Ratio≦500 (ppm/oC) Ratio=1 1<Ratio≦100 100<Ratio≦500

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～1M
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

*1）Assurance temperature range：-20ﾟC～125ﾟC

*2）Please contact our technical support.

www.susumu.co.jp

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

RM6432 2412 0.1W / element
0.4W / package

Tape & Reel 
(T&R) 

10 = 1000pcs
40 = 4000pcs

RM3216 1206 0.032W / element
0.125W / package

Tape & Reel 
(T&R) 

10 = 1000pcs
50 = 5000pcs

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

RM3225 1209 0.05W / element
0.2W / package

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

RM3216 1206 0.032W / element
0.125W / package

Tape & Reel 
(T&R) 

10 = 1000pcs
50 = 5000pcs

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

RM3225 1209 0.05W / element
0.2W / package

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Type Size
(inch)

Power Rating 
　　at 85 oC

Resistance　 
Range
 (ohm)

Temperature Coefficient (Code)   *1)

Packaging
(Code)Absolute

Ratio
(Tracking) Absolute

Ratio(Tracking) *2)

(ppm/oC)

Resistance Tolerance　 (Code)

Type Size
(inch)

Power Rating 
　　at 85 oC

Resistance　 
Range
 (ohm)

Resistance Tolerance　 (Code) Temperature Coefficient  (Code)   *1)

Packaging
(Code)Absolute

Ratio
(Tracking) Absolute

Ratio(Tracking) *2)

(ppm/oC)

Top View and Terminal number Circuit

① ④

⑤⑧

②

⑦

③

⑥

R1 R4 

④

⑤

①

⑧

②

⑦

③

⑥

R2 R3 

RM series

Circuit type code = F

Top View and Terminal number Circuit

① ③

④⑥

②

⑤

R1

③

④

①

⑥

②

⑤

R2

R3R4

(4 elemant)

(4 elements)

Susumu Deutschland GmbH

Circuit type code = custom

Ratio=1 1<Ratio≦100 100<Ratio≦500 (ppm/oC) Ratio=1 1<Ratio≦100 100<Ratio≦500

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

*1）Assurance temperature range：-20ﾟC～125ﾟC
*2）Please contact our technical support.

Electrical Specification

Ratio=1 1<Ratio≦100 100<Ratio≦500 (ppm/oC) Ratio=1 1<Ratio≦100 100<Ratio≦500

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～1M
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

*1）Assurance temperature range：-20ﾟC～125ﾟC

*2）Please contact our technical support.

www.susumu.co.jp

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

RM6432 2412 0.1W / element
0.4W / package

Tape & Reel 
(T&R) 

10 = 1000pcs
40 = 4000pcs

RM3216 1206 0.032W / element
0.125W / package

Tape & Reel 
(T&R) 

10 = 1000pcs
50 = 5000pcs

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

RM3225 1209 0.05W / element
0.2W / package

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

RM3216 1206 0.032W / element
0.125W / package

Tape & Reel 
(T&R) 

10 = 1000pcs
50 = 5000pcs

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

RM3225 1209 0.05W / element
0.2W / package

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Type Size
(inch)

Power Rating 
　　at 85 oC

Resistance　 
Range
 (ohm)

Temperature Coefficient (Code)   *1)

Packaging
(Code)Absolute

Ratio
(Tracking) Absolute

Ratio(Tracking) *2)

(ppm/oC)

Resistance Tolerance　 (Code)

Type Size
(inch)

Power Rating 
　　at 85 oC

Resistance　 
Range
 (ohm)

Resistance Tolerance　 (Code) Temperature Coefficient  (Code)   *1)

Packaging
(Code)Absolute

Ratio
(Tracking) Absolute

Ratio(Tracking) *2)

(ppm/oC)

Top View and Terminal number Circuit

① ④

⑤⑧

②

⑦

③

⑥

R1 R4 

④

⑤

①

⑧

②

⑦

③

⑥

R2 R3 

RM series

Circuit type code = F

Top View and Terminal number Circuit

① ③

④⑥

②

⑤

R1

③

④

①

⑥

②

⑤

R2

R3R4

(4 elemant)

(4 elements)

Susumu Deutschland GmbH

Circuit type code = custom

Ratio=1 1<Ratio≦100 100<Ratio≦500 (ppm/oC) Ratio=1 1<Ratio≦100 100<Ratio≦500

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

*1）Assurance temperature range：-20ﾟC～125ﾟC
*2）Please contact our technical support.

Electrical Specification

Ratio=1 1<Ratio≦100 100<Ratio≦500 (ppm/oC) Ratio=1 1<Ratio≦100 100<Ratio≦500

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～1M
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

*1）Assurance temperature range：-20ﾟC～125ﾟC

*2）Please contact our technical support.

www.susumu.co.jp

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

RM6432 2412 0.1W / element
0.4W / package

Tape & Reel 
(T&R) 

10 = 1000pcs
40 = 4000pcs

RM3216 1206 0.032W / element
0.125W / package

Tape & Reel 
(T&R) 

10 = 1000pcs
50 = 5000pcs

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

RM3225 1209 0.05W / element
0.2W / package

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

RM3216 1206 0.032W / element
0.125W / package

Tape & Reel 
(T&R) 

10 = 1000pcs
50 = 5000pcs

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

RM3225 1209 0.05W / element
0.2W / package

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Type Size
(inch)

Power Rating 
　　at 85 oC

Resistance　 
Range
 (ohm)

Temperature Coefficient (Code)   *1)

Packaging
(Code)Absolute

Ratio
(Tracking) Absolute

Ratio(Tracking) *2)

(ppm/oC)

Resistance Tolerance　 (Code)

Type Size
(inch)

Power Rating 
　　at 85 oC

Resistance　 
Range
 (ohm)

Resistance Tolerance　 (Code) Temperature Coefficient  (Code)   *1)

Packaging
(Code)Absolute

Ratio
(Tracking) Absolute

Ratio(Tracking) *2)

(ppm/oC)

Top View and Terminal number Circuit

① ④

⑤⑧

②

⑦

③

⑥

R1 R4 

④

⑤

①

⑧

②

⑦

③

⑥

R2 R3 

RM series

Circuit type code = F

Top View and Terminal number Circuit

① ③

④⑥

②

⑤

R1

③

④

①

⑥

②

⑤

R2

R3R4

(4 elemant)

(4 elements)

Susumu Deutschland GmbH

Circuit type code = custom

Ratio=1 1<Ratio≦100 100<Ratio≦500 (ppm/oC) Ratio=1 1<Ratio≦100 100<Ratio≦500

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

*1）Assurance temperature range：-20ﾟC～125ﾟC
*2）Please contact our technical support.

Electrical Specification

Ratio=1 1<Ratio≦100 100<Ratio≦500 (ppm/oC) Ratio=1 1<Ratio≦100 100<Ratio≦500

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～1M
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

*1）Assurance temperature range：-20ﾟC～125ﾟC

*2）Please contact our technical support.

www.susumu.co.jp

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

RM6432 2412 0.1W / element
0.4W / package

Tape & Reel 
(T&R) 

10 = 1000pcs
40 = 4000pcs

RM3216 1206 0.032W / element
0.125W / package

Tape & Reel 
(T&R) 

10 = 1000pcs
50 = 5000pcs

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

RM3225 1209 0.05W / element
0.2W / package

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

RM3216 1206 0.032W / element
0.125W / package

Tape & Reel 
(T&R) 

10 = 1000pcs
50 = 5000pcs

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

RM3225 1209 0.05W / element
0.2W / package

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Type Size
(inch)

Power Rating 
　　at 85 oC

Resistance　 
Range
 (ohm)

Temperature Coefficient (Code)   *1)

Packaging
(Code)Absolute

Ratio
(Tracking) Absolute

Ratio(Tracking) *2)

(ppm/oC)

Resistance Tolerance　 (Code)

Type Size
(inch)

Power Rating 
　　at 85 oC

Resistance　 
Range
 (ohm)

Resistance Tolerance　 (Code) Temperature Coefficient  (Code)   *1)

Packaging
(Code)Absolute

Ratio
(Tracking) Absolute

Ratio(Tracking) *2)

(ppm/oC)

Top View and Terminal number Circuit

① ④

⑤⑧

②

⑦

③

⑥

R1 R4 

④

⑤

①

⑧

②

⑦

③

⑥

R2 R3 

RM series

Circuit type code = F

Top View and Terminal number Circuit

① ③

④⑥

②

⑤

R1

③

④

①

⑥

②

⑤

R2

R3R4

(4 elemant)

(4 elements)

Susumu Deutschland GmbH

Circuit type code = custom

Ratio=1 1<Ratio≦100 100<Ratio≦500 (ppm/oC) Ratio=1 1<Ratio≦100 100<Ratio≦500

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～1M
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

*1）Assurance temperature range：-20ﾟC～125ﾟC
*2）Please contact our technical support.

Reliability Test Data

Absolute Ratio

±(0.05%+0.01Ω) ±0.02%

±(0.05%+0.01Ω) ±0.02%

±(0.05%+0.01Ω) ±0.02%

±(0.05%+0.01Ω) ±0.02%

±(0.05%+0.01Ω) ±0.02%

www.susumu.co.jp

RM3216 1206 0.021W / element
0.125W / package

Tape & Reel 
(T&R) 

10 = 1000pcs
50 = 5000pcs

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

RM3225 1209 0.033W / element
0.2W / package

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Temp. Hum. Bias 85oC 85% RH 1/10 power loaded 90min. On/ 30min. Off  per Cycle X 2000

Thermal Shock -55oC (30min)/room temp.(2min) /
+125oC(30min)/room temp.(2min) No Load per Cycle X1000

High Temperature 155oC for 1000h, no bias

RM6432 2412 0.66W / element
0.4W / package

Tape & Reel 
(T&R) 

10 = 1000pcs
40 = 4000pcs±0.01%(L) ±0.02%(P)

±0.05%(W) ±0.1%(B)
±0.5%(D)

Power Rating 
　　at 85 oC

Resistance　 
Range
 (ohm)

Resistance Tolerance　 (Code) Temperature Coefficient (Code)   *1)

Load Life 85oC Rated Load 90min. On/ 30min. Off  per Cycle X 1000

Packaging
(Code)Absolute

Ratio
(Tracking) Absolute

Ratio(Tracking) *2)

(ppm/oC)
Type Size

(inch)

Item Test Method ( MIL-PRF-55342/JIS C5201-1)
ΔR Limits

Short Time Overload 2.5 times of Rated Load X 5sec.

Top View and Terminal number Circuit

R1 

R4

④

⑤

①

⑧

②

⑦

③

⑥

R2 R3 

R5 R6 

① ④

⑤⑧

②

⑦

③

⑥

(6 elemant)

"RM8258"( size 8.2mm×5.8mm)

(Introduction of custom‐made RM series)
"RM5882"(size 5.8mm×8.2mm)

"RM11264"( size 11.2mm×6.4mm)

"RM2525"(size 2.5mm×2.5mm)

RM series

Top View and Terminal number Circuit　(Example)

① ② ③ ④ ⑤ ⑥ ⑦ ⑧

⑨⑩⑪⑫⑬⑭⑮⑯

R1 R2 R3 R4

R5 R6

R7R8R9R10

① ② ③ ④ ⑤ ⑥ ⑦ ⑧

⑨⑩⑪⑫⑬⑭⑮⑯

Top View and Terminal number Circuit　(Example)

① ② ③ ④

⑤⑥⑦⑧

① ② ③ ④

⑤⑥⑦⑧

R1 R2 R3

R4R5R6

Top View and Terminal number Circuit　(Example)

① ②

③④

① ②

③④

R1

R2 R3

Top View and Terminal number Circuit　(Example)

① ② ③ ④

⑤⑥⑦⑧

R1 R2 R3 R4

① ② ③ ④

⑤⑥⑦⑧

Susumu Deutschland GmbH

Circuit type code = custom

Ratio=1 1<Ratio≦100 100<Ratio≦500 (ppm/oC) Ratio=1 1<Ratio≦100 100<Ratio≦500

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～100k
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

100～＜300 ±0.1%(B)
±0.5%(D)

±0.02%(P)
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

- ±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V) -

300～1M
±0.05%(W)
±0.1%(B)
±0.5%(D)

±0.05%(W)
±0.1%(B)
±0.5%(D)

±5ppm/℃(V)
±10ppm/℃(N)
±25ppm/℃(P)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±1ppm/℃(L)
±2ppm/℃(W)
±5ppm/℃(V)

±2ppm/℃(W)
±5ppm/℃(V)

*1）Assurance temperature range：-20ﾟC～125ﾟC
*2）Please contact our technical support.

Reliability Test Data

Absolute Ratio

±(0.05%+0.01Ω) ±0.02%

±(0.05%+0.01Ω) ±0.02%

±(0.05%+0.01Ω) ±0.02%

±(0.05%+0.01Ω) ±0.02%

±(0.05%+0.01Ω) ±0.02%

www.susumu.co.jp

RM3216 1206 0.021W / element
0.125W / package

Tape & Reel 
(T&R) 

10 = 1000pcs
50 = 5000pcs

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

RM3225 1209 0.033W / element
0.2W / package

±0.01%(L) ±0.02%(P)
±0.05%(W) ±0.1%(B)

±0.5%(D)

Temp. Hum. Bias 85oC 85% RH 1/10 power loaded 90min. On/ 30min. Off  per Cycle X 2000

Thermal Shock -55oC (30min)/room temp.(2min) /
+125oC(30min)/room temp.(2min) No Load per Cycle X1000

High Temperature 155oC for 1000h, no bias

RM6432 2412 0.66W / element
0.4W / package

Tape & Reel 
(T&R) 

10 = 1000pcs
40 = 4000pcs±0.01%(L) ±0.02%(P)

±0.05%(W) ±0.1%(B)
±0.5%(D)

Power Rating 
　　at 85 oC

Resistance　 
Range
 (ohm)

Resistance Tolerance　 (Code) Temperature Coefficient (Code)   *1)

Load Life 85oC Rated Load 90min. On/ 30min. Off  per Cycle X 1000

Packaging
(Code)Absolute

Ratio
(Tracking) Absolute

Ratio(Tracking) *2)

(ppm/oC)
Type Size

(inch)

Item Test Method ( MIL-PRF-55342/JIS C5201-1)
ΔR Limits

Short Time Overload 2.5 times of Rated Load X 5sec.

Top View and Terminal number Circuit

R1 

R4

④

⑤

①

⑧

②

⑦

③

⑥

R2 R3 

R5 R6 

① ④

⑤⑧

②

⑦

③

⑥

(6 elemant)

"RM8258"( size 8.2mm×5.8mm)

(Introduction of custom‐made RM series)
"RM5882"(size 5.8mm×8.2mm)

"RM11264"( size 11.2mm×6.4mm)

"RM2525"(size 2.5mm×2.5mm)

RM series

Top View and Terminal number Circuit　(Example)

① ② ③ ④ ⑤ ⑥ ⑦ ⑧

⑨⑩⑪⑫⑬⑭⑮⑯

R1 R2 R3 R4

R5 R6

R7R8R9R10

① ② ③ ④ ⑤ ⑥ ⑦ ⑧

⑨⑩⑪⑫⑬⑭⑮⑯

Top View and Terminal number Circuit　(Example)

① ② ③ ④

⑤⑥⑦⑧

① ② ③ ④

⑤⑥⑦⑧

R1 R2 R3

R4R5R6

Top View and Terminal number Circuit　(Example)

① ②

③④

① ②

③④

R1

R2 R3

Top View and Terminal number Circuit　(Example)

① ② ③ ④

⑤⑥⑦⑧

R1 R2 R3 R4

① ② ③ ④

⑤⑥⑦⑧

Susumu Deutschland GmbH

Circuit type code = custom

Circuit

Please contact us for any special solutions such as resistance 
values, combinations, number of elements,  size, etc.

 Susumu thin film resistor networks RM series 
are thin film resistor networks that offer all the known features of 
the thin film single chip resistors (Susumu RG series), such as 
very tight tolerance and small temperature drift, excellent 
stability, low noise in high frequency applications and high 
temperature operation. It has the additional feature that 
resistance ratio matching is defined. Possible ratios reach from 
1:1 up to 1:500 which are very difficult to realize in high 
precision with single chip resistors.

APPLICATIONS
RM networks are excellent suitable as voltage divider or for 
measurement and feedback circuits at different branches.

Contact for information: Mr. Jung · Tel. +49(0)7452-6007-26 · e-mail: t.jung@endrich.com


