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FEATURES

• Highly reliable thin film chip resistors

• Glass passivation for best stability

• 0603 (now up to 1M Ohm)

• 0805 (now up to 2,7M Ohm) 

• 1206 (now up to 5.1M Ohm) 

• TCR of +/-5 - 100 ppm  

• Tolerance of +/- 0.5 - 0.02 %.

APPLICATIONS

• Automotive electronics, e.g. E-Drives

• DC Motor Drivers

• Inverter

• Robotics

• Industrial controls

 The well known Susumu thin film chip resistor 
RG series are now available with higher available Ohm-

values. These higher Ohm-values are realized by tighter screen 

resolution of resistive pattern as well as finer laser trimming 

methods. These higher Ohm values are available in 0603 (now 

up to 1M Ohm), 0805 (now up to 2,7M Ohm) and 1206 (now 

up to 5.1M Ohm) with TCR of +/-25 ppm and tolerance of  

+/- 0.5 - 0.1 %.
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ELECTRICAL SPECIFICATION
RESISTANCE RANGE (Ω)  RESISTANCE  TOLERANCE (%)POWER RATING

RG1005 1/32 W 1/16 W 1/8 W

±5 (V) 100≤R<3k

75 V

E-24,
E-96

 -55 °C
~ 155 °C

T5
T10

±10 (N) 100≤R<3k 47≤R<100k

±25 (P) 100≤R<3k 47≤R<100k 47≤R<150k

±100 (R) – – – 10≤R<47

RG1608 1/16 W 1/10 W 1/6 W

±5 (V) 100≤R<5.1k

100 V

T5

±10 (N) 100≤R<5.1k 47≤R≤270k

±25 (P) 100≤R<5.1k 47≤R≤270k 47≤R≤332k 47≤R≤1M

±50 (Q) – – – 10≤R<47

RG2012 1/10 W 1/8 W 1/4 W

±5 (V) 100≤R<10.2k

150 V
±10 (N) 100≤R<10.2k 47≤R≤475k

±25 (P) 100≤R<10.2k 47≤R≤475k 47≤R≤2.7M

±50 (Q) – – – 10≤R<47

RG3216 1/8 W 1/4 W –

±5 (V) 100≤R<33.2k

200 V
±10 (N) 100≤R<33.2k 47≤R≤1M

±25 (P) 100≤R<33.2k 47≤R≤1M 47≤R≤5.1M

±50 (Q) – – – 10≤R<47


